Процедура обновления AMI FLASH BIOS'а
1. Некоторые платы имеют опцию BIOS'а, которая позволяет защитить BIOS от записи ("BIOS FLASH Protection"). Проверьте обладает ли ваша плата этой опцией, и если да, то установите ее значение "DISABLED" ("ЗАПРЕТИТЬ"). 
Например: 
K7T266 Pro (MS-6380) -BIOS setup / chipset setup / BIOS protection / disabled 
  

2. Уточните номер вашей платы и ее версию. 
a. Откройте корпус вашего компьютера и найдите номер MS-XXXX на системной плате между PCI разъемами, также уточните номер версии платы, обозначенный там же. (Некоторые платы называются также как K7T Turbo, убедитесь, что вы правильно знаете номер платы и ее версию). 
b. Загрузите вашу систему и остановитесь во время прохождения POST, вы увидите примерно такую строку "A6380MS v1.7 122101". Это означает, что плата - MS-6380 с BIOS'ом версии 1.7.
Совет: Многие системы очень быстро выводят эту информацию на экран, и вы можете не успеть прочитать версию bios'а. В этом случае можно нажать клавишу "PAUSE" или установить значение опции "Quick Boot" в BIOS setup в "disable" ("запретить"). 
  

3. Загрузите BIOS, соответствующий номеру вашей системной платы И ЕЕ ВЕРСИИ (некоторые платы называются также как K7T Turbo, убедитесь, что вы правильно знаете номер платы и ее версию). BIOS может быть найден по типу разъема процессора вашей платы. Например, если у вас процессор Intel P4 с разъемом Socket 478, bios для своей платы вы сможете найти здесь.
Если вы не смогли найти bios своей платы, зайдя на соответвующую страничку, вам следует искать его в Архиве bios'ов здесь
  

4. Распакуйте архивированный файл BIOS'а, который вы загрузили с сайта, дважды на него кликнув, в каталог c:\test 
  

5. Если у вас операционная система Win98 или WinME, загрузитесь с загрузочной дискеты. 
Как сделать загрузочную дискету: 
Для Win9X: вы можете набрать [C:\ format a:/s] в DOS режиме.
Для WinMe: вы можете сделать загрузочную дискету из control panel--> add/remove program-->make boot floppy. Удалите файл autoexec.bat и config.sys, если они существуют. 
Для Win2000: из этой ОС невозможно сделать загрузочную дискету, поэтому вам необходимо воспользоваться загрузочным диском, созданным в ОС Win9X или WinME. 
Для WinXP, вы можете сделать загрузочную дискету в режиме DOS. Зайдите в My Computer (Мой компьютер), кликните на drive A: (устройство А:), выберите Format (Форматирование), и далее copy system files (копировать системные файлы). 
  

6. После загрузки с дискеты на экране будет подсказка 
A: 
наберите последовательность:
C: <enter>
cd\test <enter>
C:\test> amifl827 a6380vms.330 <enter>
(a6380vms.330 - это файл BIOS'а, который зависит от модели вашей платы)
(сохранять или не сохранять старый BIOS, это решение пользователя)
  

7. Перезагрузите систему по запросу.

Если ваша система не загружается после программирования bios'а, обратитесь к Методу восстановления BIOS'а (Только для плат с floppy контроллером). 
Special Note: 
The BIOS and DEVICE DRIVERS contained here are exclusively for Micro-Star products only. Micro-Star assumes no responsibility for any damages resulting from improper use or lack of technical expertise.

WARNING!!!!!
DON'T FLASH FROM A FLOPPY DISK!!!!
DON'T FLASH WHEN YOUR SYSTEM IS RUNNING FINE!!!!
DON'T FLASH IF YOU DON'T KNOW WHAT YOU ARE DOING!!!!

Award BIOS Flash Procedure 
1. Know your model number 

a. Open your case and look for the MS-XXXX number on the motherboard between the PCI slots, also check the version number that is written there as well. (Some motherboards are named like K8N Diamond; make sure you have the right version number)

b. Boot up your system & take a look at the top left screen during POST, you should see something like “W7100NMS V1.1 021705” This means the board is MS-7100 with BIOS version 1.1

Hint: Many systems are clearing this message very fast, the bios version is then unreadable, and you can either press “PAUSE” or disable the “Quick Boot” in the BIOS setup.

2. Download the BIOS that matches your motherboard AND version number (some motherboards are named like K8N Diamond; make sure you have the right version number). BIOS can be found according to the CPU type of your board like if your CPU is AMD 939 type then look here
http://www.msi.com.tw/program/products/mainboard/mbd/pro_mbd_list.php?kind=1&CHIP=68&NAME=Socket%20939%20(AMD%20K8)
if you cannot find the BIOS that matches your board, try here http://www.msi.com.tw/support/bios/more.php
3. Extract the BIOS-archive that you have downloaded by double clicking to c:\test


4. Boot your system from a Win98 or WinME boot-floppy.

How to make boot floppy in case your don’t have it ready:

For Win9X, You can type [C:\ format a:/s] from the DOS prompt.
For WinME, You can make a boot floppy from control panel--> add/remove program-->make boot floppy. Remove autoexec.bat & config.sys file if there's any.
For Win2000, there's no way to make boot floppy, so you have to either use Win9X or WinME boot floppy.

For WinXP, you can make a DOS boot disk. Go to Your Computer, right click drive A:, select Format, select copy system files. 

5. When you get the A:\ prompt, type the following sequence:
C: <enter>
cd\test <enter>
C:\test> awdfl865 BIOS file

(To save or not to save old BIOS is the user’s decision)


6. Reboot your system when prompted

AMI BIOS Flash Procedure 

1. Know your model number 

a. Open your case and look for the MS-XXXX number on the motherboard between the PCI slots, also check the version number that is written there as well. (some motherboards are named like 945G Neo2, make sure you have the right version number)

b. Boot up your system & take a look at the top left screen during POST, you should see something like “MSI 945P/G Neo 2 A7176IMS V3.3 Date: 04/26/06” This means the board is MS-7176 with BIOS version 3.3
Hint: Many systems are clearing this message very fast, the bios version is then unreadable, you can either press “PAUSE” or disable the “Quick Boot” in the BIOS setup.

2. Download the BIOS that matches your motherboard AND version number (some motherboards are named like 945G Neo2, make sure you have the right version number). BIOS can be found according to the CPU type of your board like if your CPU is Intel 775 type then look here
http://www.msi.com.tw/program/products/mainboard/mbd/pro_mbd_list.php?kind=1&CHIP=67&NAME=Socket%20775%20(Intel%20P4)
if you cannot find the BIOS that matches your board, try here http://www.msi.com.tw/support/bios/more.php
3. Extract the BIOS-archive that you have downloaded by double clicking to c:\test


4. Boot your system from a Win98 or WinME boot-floppy.

How to make boot floppy in case your don’t have it ready:

For Win9X, You can type [C:\ format a:/s] from the DOS prompt.
For WinME, You can make a boot floppy from control panel--> add/remove program-->make boot floppy. Remove autoexec.bat & config.sys file if there's any.
For Win2000, there's no way to make boot floppy, so you have to either use Win9X or WinME boot floppy.

For WinXP, you can make a DOS boot disk. Go to Your Computer, right click drive A:, select Format, select copy system files. 

5. When you get the A:\ prompt, type the following sequence:
C: <enter>
cd\test <enter>
C:\test> adsfi719 BIOS file

(to save or not to save old BIOS is the user’s decision)


6. Reboot your system when prompted

Flashing the BIOS for Non-FAT file system

1. Know your model number 
a. Open your case and look for the MS-XXXX number on the motherboard between the PCI slots, also check the version number that is written there as well. (some motherboards are named like K8N Diamond, make sure you have the right version number)
b. Boot up your system & take a look at the top left screen during POST, you should see something like “W7100NMS V1.1 021705” This means the board is MS-7100 with BIOS version 1.1

Hint: Many systems are clearing this message very fast, the bios version is then unreadable, and you can either press “PAUSE” or disable the “Quick Boot” in the BIOS setup.
3. Download the BIOS that matches your motherboard AND version number (some motherboards are named like K8N Diamond; make sure you have the right version number). BIOS can be found according to the CPU type of your board like if your CPU is AMD 939 type then look here
http://www.msi.com.tw/program/products/mainboard/mbd/pro_mbd_list.php?kind=1&CHIP=68&NAME=Socket%20939%20(AMD%20K8)
if you cannot find the BIOS that matches your board, try here <http://www.msi.com.tw/support/bios/more.php>
 
4. Extract the file you have downloaded to a floppy (not the win ME/98 startup floppy) by double clocking the file in windows mode and supplying the path a:\
 
5. Boot the computer using windows ME or windows 98 startup disk. It must be one of these! A plain boot disk will not be good enough.
If you do not have Windows ME or 98 to create the floppy you can make one on a friend's computer.
 
6. When boot is done there will be a message on the screen showing:"Diagnostic tools were successfully loaded to drive" followed by a single letter.
This letter is the letter assigned to the RAMDRIVE. This RAMDRIVE is a virtual drive in the system memory and can be accessed and controlled like any other drive with DOS commands such as:
MD - Make Directory
Copy - copy a file
Delete - Delete a file
 
There is one important difference which is that being in the system memory this drive is wiped once the computer is restarted or shut down.
 
7. Replace the startup floppy with the one containing the flash utility and bios ROM files previously extracted in windows.
 
8. Copy the 2 files to the RAMDRIVE by using the DOS command copy.
Here is an example, in this example the flash utility is AWFL865.EXE ,the ROM file is  W7100NMS.110  and the RAMDRIVE letter assignment is D
 
copy awfl865.exe d:\
copy w7100nms.110 d:\
 
9. Change the current working directory to the RAMDRIVE root directory, with the example case of the RAMDRIVE being drive D this is done by simply done with the command d:
 
10. Execute the flash utility with the ROM file as a command line argument, with this example:
awfl865 w7100nms.110
 
If you wish to save the current bios you must specify the full path a:\filename. Specifying only a file name will save the bios to the RAMDRIVE which will be wiped after restarting the computer and the file will not be saved.
 
a:\bios.old is an example of the correct way to save the bios.
 
11. Reboot your system when prompted

12. If your system doesn't boot after you flashed, please refer to the BIOS recovery method as described
